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PURPOSE

TECHNOLOGY

The HUYAir FH Elite Ducted Fume Hood is designed to control and handle harmful 
emissions in industrial and chemical applications. Specifically, this fume hood is engineered 
to protect the health of personnel exposed to strong acids and corrosive chemicals, 
ensuring a safe and effective working environment.

✔ Complies with ASHRAE 110

✔ Integrated microprocessor controller with 8.88-inch 

touch screen

✔ Warranty: 3 years

HUYAir FH Elite
Ducted Fume Hood
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✔ HUYAir FH Elite is equipped with a touch screen and an integrated microprocessor 
controller, providing precise monitoring and adjustment of operational parameters. The 
system features automatic door opening and closing control, along with notifications when 
the lights reach the end of their usable lifespan, ensuring maximum safety during use.

✔The HUYAir FH Elite  Fume Hood is equipped with a Quimipol fan motor from Spain, 
known for its energy efficiency, extended filter life, and reduced operational noise. The 
interior and fan blades are made from chemical-resistant PP plastic, ensuring durability 
and high performance.

✔ Design elements include bypass slots for airflow at the top front and baffles to 
adjust airflow direction, optimizing performance whether the door is closed or open. The 
double-wall design minimizes airflow leakage and maintains high aesthetic standards for 
electrical and plumbing systems. The fume hood also includes a 250 mm diameter exhaust 
duct, with options to add additional ducting as needed to vent air outside the laboratory.
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SPECIFICATIONS

AIR FLOW SYSTEM

The HUYAir FH Elite is designed with bypass 
slots at the top front and baffles to adjust the airflow 
direction, ensuring efficient circulation whether the 
door is closed or opened to a high position. Ambient 
air is drawn in through the front door, and the 
airflow is divided into two directions: 

- First Direction: Air from outside is drawn in and 
vented outside through the duct.

- Second Direction: Air is drawn through the 
slots, flows behind the partition, and is vented 
outside through the duct.

Factory: 228/13/3 Nguyen Thi Lang, Tan Phu Trung, Cu Chi, HCMC | Hotline: 0978 782 147 | Email: info@labone.vn 

✔ The exterior of the hood is made from 1.2 mm thick galvanized steel with 
chemical-resistant powder coating. The interior chamber is constructed from 0.8 mm thick 
Polypropylene (PP) and Polyvinylidene difluoride (PVDF), which are resistant to chemical 
corrosion, acids (including hydrofluoric acid), and high temperatures. The doors are made 
from 5-10 mm thick tempered glass, designed with counterweights for easy and safe 
operation. The work surface is available in phenolic resin, PP, or epoxy resin, offering 
durability and chemical resistance.

ACCESSORIES

BROCHURE
HUYlab

ISO 9001   |   ISO 13485   |   ISO 17025

Model HUYAir  FH – 1200 Elite  HUYAir  FH – 1500 Elite  HUYAir  FH– 1800 Elite 
External dimensions (W x D x H) 1200 x 910 x 1500 mm 1500 x 910 x 1500 mm 1800 x 910 x 1500 mm
Internal dimensions (W x D x H) 1000 x 660 x 1070 mm 1300 x 660 x 1070 mm 1600 x 660 x 1070 mm
External dimensions with 
Support Stand (D x W x H)

1200 x 910 x 2400 mm 1500 x 910 x 2400 mm 1800 x 910 x 2400 mm

Net weight 180 kg 210 kg 240 kg
Supply air velocity
Brightness
Noise level
Maximum door opening height
Voltage – Frequenciens

0.51 m/s
>750 Lux
<65 dB
750 mm

200 – 240V or 380V 50 – 60 Hz

ACCESSORY DESCRIPTION
Mobile frame type with wheels, designed to fit the model
Fixed cabinet type, designed to fit the model

Power Source 
Accessory

Power socket

Gas / N2 / Vacuum valve
Water valve
Faucet
Mini sink

Filter Accessory Wet Scrubber System | Model: HUYAir WS

Supporting Stand 
Accessory

Valve Accessory

Sink Accessory


