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PURPOSE

PRODUCT FEATURES

Ctlean Bench With Horizontal Laminar Flow With Prevent – HUYAir HLFP Elite is 
designed to handle non-hazardous substances, creating a clean working environment and 
easy handling of equipment in the work area.

✔ Complies with standards: IEST, ISO 14644

✔ Integrated microprocessor controller with 

4.3-inch touch screen

✔ DC motor

✔ Warranty: 3 years

HUYAir HLFP Elite
Clean Bench With Horizontal 
Laminar Flow With Prevent
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✔ Structure: 2 layers, the interior made of SUS 304 or SUS 316 stainless steel and 

exterior made of electrogalvanized steel coating by powder resistant chemical, UV, and 

bacteria.

✔ The cabinet is designed with four lockable wheels to facilitate easy operation and 

movement

✔ DC motor, EBMpapst – Germany, energy-efficient.

✔ HEPA (H14) or ULPA (U15) filters from Camfil (Sweden) or AAF (USA) with 

99.999% (H14) or 99.9999% (U15) filtration at 0.3 µm/0.1 µm.
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HEPA CAMFIL - SWEDEN

 OR AAF - USA

4.3-INCH TOUCH SCREENCENTRIFUGAL FAN

EBMPAPST - GERMANY

HMI



SPECIFICATIONS

AIR FLOW SYSTEM

The airflow system of the HUYAir HLFP Elite 
cleanroom cabinet operates by drawing air from the back of 
the cabinet through a pre-filter, where larger particles are 
captured, helping to extend the life of the main filter. The air 
is then blown through the main filter, creating a clean 
horizontal airflow that exits the working area through the 
entire open surface at the front of the cabinet, after changing 
direction from the work surface. The airflow speed on the 
filter surface is 0.45 m/s (90 FPM), ensuring enough air 
exchange to maintain a clean environment in the working 
area. This airflow speed is maintained consistently at 0.45 
m/s with a uniformity of ± 20% across the entire filter 
surface, in compliance with safety and quality standards in 
the US and internationally.

Factory: 228/13/3 Nguyen Thi Lang, Tan Phu Trung, Cu Chi, HCMC | Hotline: 0978 782 147 | Email: info@labone.vn 

✔ The cabinet is controlled by a microprocessor controller with a touch screen 

displaying real wind speed, time settings, wind speed according to settings, and can be 

calibrated directly on the screen about fan speed.

✔ There are access ports for accessories such as valve of air, water, gas, and head for 

online particle counting samplers.
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ISO 9001   |   ISO 13485   |   ISO 17025

Model HUYAir  HLFP – 900 Elite HUYAir  HLFP – 1200 Elite HUYAir  HLFP – 1500 Elite HUYAir  HLFP – 1800 Elite

External dimensions 
(W x D x H)

1015 x 795 x 1650mm 1315 x 795 x 1650 mm 1615 x 795 x 1650 mm 1915 x 795 x 1650 mm

Internal dimensions
(W x D x H)

900 x 560 x 650mm 1200 x 560 x 650mm 1500 x 560 x 650mm 1800 x 560 x 650mm

Controller

Motor

Supply air velocity

Brightness

Noise level

Voltage – Frequenciens

Microprocessor with 4.3 – inch touch display

DC

0.45 m/s

>750 lux

<65dB

200 - 240V, 50/60 Hz

HUYAir  HLFP Elite


