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PURPOSE

PRODUCT FEATURES

PCR Cabinet With UV And Clean Air Flow – HUYAir PCR Elite is designed to protect 
the amplification and analysis of DNA and RNA from environmental contamination.

✔ Complies with standards: IEST, ISO 14644

✔ Integrated microprocessor controller with 

4.3-inch touch screen

✔ DC motor

✔ Warranty: 3 years
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✔ Cabinet structure: 2 layers, both the interior and exterior made of electrogalvanized 

steel coating by powder resistant chemical, UV, and bacteria.

✔ Side walls and sash made of UV-resistant tempered glass, sliding sash, and 

counterweights.

✔ DC motor, EBMpapst – Germany, energy-efficient.

✔  Work zone: ISO class 5

✔ HEPA (H14) or ULPA (U15) filters from Camfil (Sweden) or AAF (USA) with 

99.999% (H14) or 99.9999% (U15) filtration at 0.3 µm/0.1 µm.
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SPECIFICATIONS

AIR FLOW SYSTEM

The airflow system of the HUYAir PCR Elite operates 
by drawing air from the room through the top of the 
cabinet and passing it through the primary HEPA filter. The 
air is then evenly distributed across this filter to create a 
clean and uniform airflow within the working area, 
effectively diluting and removing airborne contaminants. 
With a face velocity of 0.3 m/s (90 fpm), the system 
ensures a sufficient air change rate to prevent 
cross-contamination and maintain optimal cleanliness. The 
clean air moves through the working area in a vertical, 
unidirectional downflow and then exits the working area 
through the open front of the cabinet.

Factory: 228/13/3 Nguyen Thi Lang, Tan Phu Trung, Cu Chi, HCMC | Hotline: 0978 782 147 | Email: info@labone.vn 

✔ The cabinet is controlled by a microprocessor controller with a touch screen 

displaying real wind speed, time settings, UV, door opening warning and wind speed 

according to settings, and can be adjusted directly on the fan speed display.

✔ The cabinet angle is 7° for easy operation

✔ There are access ports for accessories such as valve of air, water, gas, and head for 

online particle counting samplers.
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ISO 9001   |   ISO 13485   |   ISO 17025

Model HUYAir PCR – 700 Elite HUYAir PCR – 900 Elite HUYAir PCR – 1200 Elite
External dimensions 
(W x D x H)

715 x 730 x 1100 mm 1050 x 730 x 1100 mm 1355 x 730 x 1100 mm

Internal dimensions
(W x D x H)

615 x 600 x 585 mm 950 x 620 x 635 mm 1255 x 620 x 635 mm

External dimensions 
with support stand

735 x 730 x 1820 mm 1070 x 730 x 1820 mm 1375 x 730 x 1820 mm

Controller
Motor
Supply air velocity
Brightness
Noise level
Net weight 100 kg 130 kg 160 kg

Voltage – Frequenciens

Power 250W 284W 460W

DC

>750 lux
0.3 m/s

<65dB

200 – 240V, 50 / 60 Hz

Microprocessor with 4.3 – inch touch display

ACCESSORIES

HUYlab provides a range of accessories 

designed to be compatible with various 

cabinet models for different applications.

ACCESSORY DESCRIPTION
Mobile frame type with wheels, designed to fit the
model
Fixed cabinet type, designed to fit the model

Power Source Power socket

Supporting Stand 
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